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HMS 1000C Conductive Syrenic Allow Sheet/Roll Stock
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PROPERTY ASTM TYPICAL VALUE
	Specific Gravity 
Factor
Tensile Strength
Tensile Elongation
Flexural Modulus
Flexural Strength
Notched Izod
HDT @ 66 psi
Total/Free Sulfer
Chlorides
Outgassing & Corrosivity
Bulk Resistivity (Compression Molded)
5 KV Decay Time
Surface Resistivity (Extruded)

	D-792
-
D-638
D-638
D-790
D-790
D-256
D-648
-
-
-
- 
-
-
	1.09
0.03936 lbs/in3
4,200 psi
40%
220,000 psi
6,700 psi
5 ft lbs/in
185°F
<0.15% / <0.004%
<0.3PPM
Low
<103 -cm
<0.01 seconds@ 10% RH
1x104 / @ 0.125
5x104 / @ 0.060
3x105 / @ 0.030


We cannot anticipate all conditions under which this information and our products, or the products of other manufacturers in combination with our products, may be used. We accept no responsibility for results obtained by the application of this information or the safety and stability of our products, either alone or in combination with other products. Users are advised to make their own tests to determine the safety and suitability of each product or product combination for their own purposes. Unless otherwise agreed in writing, we sell the products without warranty, and buyers and users assume all responsibility and liability for loss or damage arising from the handling and use of our products, whether used alone or in combination with other products.
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